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ABSTRACT 

Two lignins, of different carbohydrate content, were pyrolyzed before and after treatment with 
inorganic salts. Lignin that is relatively free of carbohydrate was inert to the salts: its DTA curve did 
not change. The DTA curve of lignin associated with about 50% carbohydrate showed a shift of the 
exothermic peak to a higher temperature and the appearance of a new exotherm; lithium chloride was 
the most effective salt in causing this shift. The results support the chemical theory of flame retardation. 
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INTRODUCTION 

The combustion of wood is an important area of fire research. The effect of 
inorganic salts on the combustion process is of practical interest both for their 
fire retardant action and for their value in the elucidation of the combustion 
process. 

Several theories of fire retardation have been advanced (Browne 1958; Little 
1947; Tyner 1941). These theories are based on different concepts: dilution of 
combustible gases with noncombustible gases, thermal conduction of heat away 
from the flame front, coating of the combustible substrate to prevent oxidation, 
and modification of the decomposition process (the so-called "Levoglucosan the- 
ory"). 

The Levoglucosan theory has been studied (Parks et al. 1955; Schwenker and 
Pacsu 1958). It is suggested that, during the pyrolysis of cellulose, the rate deter- 
mining step is depolymerization to form a flammable intermediate, levoglucosan. 
It is proposed that chemicals which inhibit the formation of levoglucosan retard 
the flaming combustion of wood. 

Thermal degradation of lignin treated with inorganic salts has been studied 
extensively by Tang and Eickner (1968). However, they used sulfuric acid lignin, 
which is usually degraded during preparation. In the present work, two types of 
lignin were used, prepared under very mild conditions (Brownell 1968; 1970) to 
prevent lignin degradation. One type is free from carbohydrate (Brownell 1968), 
while the other contains about 50% carbohydrate (Brownell 1970). The aim of 
the present work is to examine during pyrolysis the effect of salts on the lignin 
free from carbohydrate and on a lignin carbohydrate complex. 

EXPERIMENTAL 

The lignin samples used were milled wood lignin (MWL) and lignin carbohy- 
drate complex (LCC) from black spruce (Brownell 1968, 1970). 

' Permanent address: Faculty of Engineering, Minia University, El Minia, Egypt. 

Wood and Fiber Science. 17(4). 1985, pp. 439-443 
O 1985 by the Soc~ety of Wood Science and Technologr 



440 WOOD AND FIBER SCIENCE, OCTOBER 1985, V. 17(4) 

TAHLE 1 .  Lignin content ofsamples isolated from black spruce woods.* 

Welght o f  klason 
lignin as % of  
total klason 

Saniple Klason llgn~n llgnin in wood Milling procedure 
- - - -- 

MWL 90.0 I *  28.7 3 weeks ball-milled. Milled air-dry 
with flint pebbles. 

LCC 56.71h 24.1 3 weeks ball-milled. Milled dry under N, 
with small Bumndum cylinders. 

*West K. For~ntek Canada Corp., Chemistry section. 
.' Essentlally Cree from carbohydrate (Brownell 1968). 
" I t  IS  composed of  s~ngle molcculcs of hemicellulose of  DP 18 linked to s~ngle molecules of  lignin (Brownell 1970). 

Thermograms were obtained using a CSI Stano Premco Model 202 differential 
thermal analyzer (DTA) with temperature programmed at 5 C/min. heating rate, 
from room temperature to 700 C. Helium gas was used as an inert medium during 
the thermal analysis; the flow rate was 0.025 ft3/h at atmospheric pressure. The 
amount of material was 18 mg; the reference material was aluminum oxide. 

Lignin was treated by soaking the samples in a 2% aqueous solution of the salt 
under vacuum. The vacuum was maintained for 20 min; the lignin slurry was 
then air dried. The gain in weight of the specimens after treatment was about 2% 
for all salts. 

I I 1 I 1 1 

100 300 500 " C 

FIG. 1 .  DTA thermograms of MWL (1) and LCC (2) at inert atmosphere. 
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FIG. 2. (1) LCC, (2) sodium tetraborate, (3) aluminum chloride, (4) ammonium phosphate, (5) 
lithium chloride, (6) potassium bicarbonate, (7) calcium chloride. 

DISCUSSION 

Comparison of the DTA curves of the two types of lignin shows a strong 
similarity up to a temperature of 350 C. At a temperature of 400 C, a peak appeared 
for LCC but not for MWL. The peak can be attributed to the presence of car- 
bohydrate in LCC (Table 1). The presence of carbohydrate during pyrolysis of 
lignin can shift the exothermic peak to a higher temperature (Arseneau 196 1). On 
pyrolysis of carbohydrate (cellulose), depolymerization occurs and the product 
escapes as tar. Levoglucosan is an essential intermediate in this step (Schwenker 
and Pacsu 1 958). 

The effect of salts on the two types of lignin is shown in Figs. 2 and 3. Com- 
parison shows that salts have no effect on MWL. This finding differs from that 
of Tang and Eickner (1968); they reported that the endothermic and the exo- 
thermic reactions of lignin are modified to varying degrees by inorganic salts. In 
previous work done in this lab (Nassar and MacKay 1983), it was shown that 
MWL degrades thermally to carbon without a distinct intermediate. 

On the other hand, the DTA peaks from pyrolysis of LCC are modified with 
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FIG. 3. (1) MWL, (2) sodium tetraborate, (3) aluminum chloride, (4) ammonium phosphate, (5) 
lithium chloride, (6)  potassium bicarbonate, (7) calcium chloride. 

addition of 2% of inorganic salts as shown in Fig. 3. All peaks have been shifted 
to a higher temperature of 400 to 500 C. In the case of sodium borate, the 
exothermic peak was shifted to 450 C and a second exothermic peak appeared at 
5 10 C. With aluminum chloride, the exothermic peak shifted to 450 C. Potassium 
bicarbonate reduced the intensity of the exothermic peak and divided it into two 
moderate exothermic peaks with a weak endotherm intervening. Calcium chloride 
treatment gives one broad exothermic peak (between 420-500 C). Ammonium 
phosphate and lithium chloride cause a shifting of the exothermic peak to 400 
and 420 C, respectively, and the appearance of a second exothermic peak at 520 
C. Ammonium phosphate and lithium chloride cause the greatest reduction in 
exothermic peaks; lithium chloride was the most effective. 

CONCLUSION 

The intensity and the position of the exothermic DTA peaks from LCC vary 
under the influence of inorganic salts. The salts do not affect the DTA peaks of 
MWL, which is free of carbohydrate. The results indicate that pyrolysis of lignin 
is inert to inorganic salts, while pyrolysis of carbohydrate is affected by the salts. 
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In respect to flame-retardant theories, the results can be explained based on 
chemical reaction theory; the salts only modify the active component of wood, 
namely carbohydrate. 

REFERENCES 

ARSENEAU, D. F. 196 1. The differential thermal analysis of wood. Can. J. Chem. 39: 19 15-1 9 19. 
BROWNE, F. L. 1958. Theories of the combustion of wood and its control. Report 2136, USDA For. 

Serv., For. Prod. Lab., Madison, WI. 
BROWNELL, H. H. 1968. Improved ball milling in the isolation of milled wood lignin. Tappi 51(7): 

298-300. 
-. 1970. Spruce milled wood lignin and lignin carbohydrate complex. Tappi 58(7): 1278-1 28 1. 
LITTLE, R. W. 1947. Flame proofing of textile fabrics. Reinhold Publ. Corp., New York, NY. 
NASSAR, M. M., AND G. D. M. MACKAY. 1983. Mechanism of thermal decomposition of lignin. 

Wood Fiber Sci. 16(3):44 1-453. 
PARKS, W. G., R. M. ESTEVE, JR., M. H. GOLLIS, R. GUERCIA, AND A. PETRARCA. 1955. Mechanism 

of the pyrolytic decomposition of cellulose. Paper 15, Div. Cell. Chem. Abstr. 127th ACS Mtg., 
Cincinnati, OH. P. 70. 

SCHWENKER, R. F., JR., AND E. PACSU. 1958. Chemically modifying cellulose for flame resistance. 
Ind. Eng. Chem. 50(1):91-96. 

TANG, W. K., AND H. W. EICKNER. 1968. Effect of inorganic salts on pyrolysis of wood, cellulose, 
and lignin determined by DTA. U.S. For. Serv., Res. Pap. FPL 82. 

TYNER, H. D. 1941. Fire extinguishing effectiveness of chemicals in water solution. Ind. Eng. Chem. 
33(1):60-65. 




